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100 x 150 x 3450 mm rough
sawn timber rub-rall

rough sawn timber posts

Plate washer \

250 x 300 x 2400 mm

rough sawn timber post

Tix
152 x 102 x 13 =0 100 x 225 x 300 mm blook See Detall C Stel spllos plate RUB-RAIL CONNECTION
Xx 900 mm structural i | - Steel splice plates >/ ‘i‘ 150 x 10 x 900 mm
steel tube (See note 4) i 150 x 10 x 900 mm "
| | b / ~—- 100 x /50 x 3450 mm —f— " 726 0 A" 9330
2- Steel rail terminal sections o N DT 74& A A rough sawn timber rub-rafl [ N ‘ 300
150 x 10 x 2930 mm A
st T T 7 0 - Wis x 100 mm lag screw.
. Steel rall transitlon —— . f drilled 10 ol
L 150 x 10 x 3415 mm i o Pre-ar mm noles
: —— : — 90 mm deep In timber rails (typ.)
| b I T e [0 o
1 o Pop \{ 150 1 b il v e
e MDA = AR ‘ T YT ——m /T % T
150 x 250 / | 300 | ici220 mm, Stes! rall transiti 220_mm, \— 150 x 250 x 2990 mm U.S. DEPARTMENT OF TRANSPORTATION
T thyp) eel rall transition Fyp.)
X 2990 mm 75 mm (typ.) 150 x 10 x 2930 MM 75 mm ctyp. rough sayn  timber rall DAL LD HOAY OPFCE.
rough sawn . 3 .
timber rail IR W20 x 350 mm carrlage bolt 2 W20 x 25 mm carriage bolt METRIC STANDARD
w/hex nut & washer (typ.) - w/hex nut & washer (typ.)
DETAL A DETAL B STEEL-BACKED TIMBER GUARDRAIL
CONNECTION TO STRUCTURE
POST CONNECTION W soae  |— oD serroven Fon U o3 }jTANDARD
$5$$SDONSPECS 856 358385V TIME 3553 617-65

M6 x 475 mm carriage bolt
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Plate washer

250 x 300 x 2100 mm
rough sawn timber post

250 x 300 x 2/00 mm
rough sawn timber post
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3.

4.

5.

6.

250 x 300 x 2100 mm
rough sawn timber post

100 x 150 x 3450 mm rough — \
sawn timber rub-rall

i
Mie x 350 mm I

carriage bolt
w/hex nut and
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Mi6 x 475 mm carriage bolt
w/hex nut and plate washer

200 x 225 x 300

N

S &

mm  blockout

Dimenslons not labeled are In millimeters.

See Standard M6I7-66 for Sections
A-A through C-C, steel rail layouts,
and other details.

Use weathering steel for all structural
stesl and fastener hardware.

Drill the bolt pattern for structural
steel tube to match the pattern for
the splice plate shown on Standard
Mei7-66.

For posts 2 and 3, use a 200 x 225
x 300 mm block for the blockout,

and an MI6 x 650 mm carriage bolt
with hex nut and plate washer.

Furnish hardware in the metric sizes
shown. Equivalent imperial sizes may
be used when metric sizes are not
available.
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